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Warranty

24
Months

Peak Hold 

Included

Push / Pull

Included

Included

Rechargeable Bat.

Included

AC adapter

Included

RS 232

Option

Option

PC
Software

Printer

 

Technical Highlights:

–  Data Sampling Rate: 1.000 Hz

–  Accurancy: 0,25 % of full scale

–  Light Construction made of Aluminium

FI 
Digital Force Gauge

Universal Force Gauge
(Tension/Compression) with Peak-Hold

Ergonomically designed 
Aluminium  Body for sturdy 
use

Auto-Power-Off
Battery duration: 8 hours when 
constantly used

Turnable Display
Selectable measuring units:
NEWTON, lb, kg, Oz
Peak-Hold-Function

Included

Quality
Certifi cate

Included

RS 232

Data Output:
• RS 232 to PC, 

Printer
• Digimatic Output 

for Printer SAUTER 
AP 02

• Analog Output

Overload Protection 
150 % of full Scale

Delivery in a hard 
carrying case

Software:
• DataPlot for 

Force / Displ., 
Force / Time
AFI-01

• DataGraph for 
Force / Displ., 
Force / Time
AFI-02

• DataStat for 
Graphic / data bas & 
archive solutions
AFI-03

• RS 232 cabel
AFI-04

Attachable to all 
 SAUTER Test Stands

Dimensions: 
L 200 x W 70 x H 30 mm;  
Weight: 500 g

Force-displacement 
graph (optional)
• Digicon for 

Mitutoyo linerar 
dimension unit
AFI-06

• DataPlot 
AFI-01

Standard attach-
ments:
as shown below

Model Max
Reso-
lution

ISO
Calibration
Certifi cate

FI 10  10 N  0,002 N  CF 500 

FI 50  25 N  0,01 N  CF 500

FI 200  50 N  0,05 N  CF 500

FI 500  100 N  0,10 N  CF 500

FI 1k  1 000 N  0,20 N  CF 2k

FI 2.5k  2 500 N  0,50 N  CF 2k


