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Digittal Force Gauge

Premium Push/Pull Force Gauge
to meet highest demands

Option

Option

PC
Software

Printer

inklusive

High / low
limits

optional

Remote
sensor

Model Max
Reso-
lution

ISO
Calibration
Certi� cate

FL 2.5  2.5N  0,0005 N  CF 500 

FL 5  5 N  0,001 N  CF 500 

FL 10  10 N  0,002 N  CF 500 

FL 25  25 N  0,005 N  CF 500 

FL 50  50 N  0,01 N  CF 500 

FL 100  100 N  0,02 N  CF 500 

FL 250  250 N  0,05 N  CF 500 

FL 500  500 N  0,1 N  CF 500 

FL 1k  1 000 N  0,2 N  CF 2k

FL 2.5k  2 500 N  0,5 N  CF 2k

Technical Highlights:

–  Data sampling rate, internal: 5.000 Hz

–  Accurancy: 0,1 % of Max

–  Identifi cation of remote Senors

–  100 internal Storage spaces

Ergonomically designed 
Aluminium  body

Overload Protection 150 % 
full scale

Bargraph-Display

High / low limits
(Programming of 
Max / Min Value)

Auto-Power-Off 
(5 – 15 min. )
Battery duration: 
8 hours

Included

High / low
limits

Reversable Display
Selectable units: 
 NEWTON, lb, kg, Oz

Data Output:
• RS 232 to PC, 

Printer
• Digimatic Output 

for  SAUTER AP 02 
Printer

• Analog Output (opt.)

Software:
• see SAUTE FI

Optional Accessoires:
• 2 foot switches 

AFL-05

Analog Output 
AFL-02: on request. 
To control machines 
(I / 0)

Delivered in a hard 
 carrying case  with 
quality certifi cate

Dimensions: 
L 200 x W 70 x H 30 mm;  
Weight: 500 g

Standard attachments:
as shown below

Option

Analog
Output

Warranty

24
Months

Peak Hold 

Included

Push / Pull

Included

Included

Rechargeable Bat.

Included

Charger

Included

PC conn.

Included

Quality
Certifi cate


